
Series B42 Flanged Ball Valve

Flanged Ball Valve, ANSI Class 300, Full Port, Sizes 1/2” ~ 8”
The SVF Series B42 Flanged Ball Valves are high performance, full ported valves

certified to API-607 fire safe design, ISO Top Works for actuation,
and a selection of seats and seals for a wide range of industrial applications.
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B42

Standard Fire Safe Certification to API 607, Anti-Static

Standard NACE MRO175

ISO 5211 mounting pad for easy actuation

Standard seat material is RTFE

Optional Carbon Filled TFE seats for higher

temperature, steam and thermal fluid applications

Standard locking handle in both open and closed

positions

Blowout proof stem adds safety & reliability
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ITEM DESCRIPTION MATERIALS SPECIFICATIONS
(Additional options available)

316 Stainless Steel (ASTM A351 CF8M)

Carbon Steel (ASTM A216 WCB)

316  Stainless Steel (ASTM A351 CF8M)

Carbon Steel (ASTM A216 WCB)

316 Stainless Steel (ASTM A351 CF8M)

316 Stainless Steel (ASTM A276)

RTFE, Carbon Filled TFE

SPW304+GRAFOIL®, PTFE

Expanded Graphite+Corrosion Inhibitor, RTFE

SPECIFICATION STANDARDS OF COMPLIANCE

SVF Series B42 Ball Valves are available in designs that
meet the following Industry Standards:

• ANSI

• ASME

• API

• ISO

• MSS

Contact SVF for specific applications

• NACE

• ASTM

SERIES B42 DESIGN FEATURES

MATERIALS OF CONSTRUCTION
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SEAT

R =
RTFE

C =
Carbon Filled TFE

SERIES

B42 =
Full Port
ANSI Class 300
Flanged

BODY & END MATERIAL

44 =
Carbon Steel Body &
Flanged Ends
A216 WCB

66 =
316 Stainless Steel Body
& Flanged Ends
A351 CF8M

25= 2-1/2”

30= 3”

40= 4”

60= 6”

80= 8”

05= 1/2”

07=  3/4”

10= 1”

15= 1-1/2”

20= 2”

BODY SEAL

G =
GRAFOIL®

(Standard)

T = PTFEt

Example Description: Full Port, 316 Stainless Steel Body, Ball & Stem, RTFE Seat, GRAFOIL® Body Seal, 1/2” Size

Order Example: (B426666RG30005)

B42 - PRESSURE/TEMPERATURE CHART

HOW TO ORDER SERIES B42 BALL VALVES

* At full differential pressure
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Series B42 Flanged Ball Valve

Flanged Ball Valve, ANSI Class 300, Full Port, Sizes 1/2” ~ 8”

DIMENSIONS, WEIGHT, CV, TORQUE

B42

SIZEBALL & STEM MATERIAL

66 =
316 Stainless Steel Ball
A351 CF8M & 316
Stainless Steel Stem
A276 316
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3.30
3.46
4.01
5.19
5.79
5.98
6.93
8.27
11.00
13.00

L
 in.        mm

84
88
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132
147
152
176
210
279
330
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6” & 8” B42 Valves are supplied
with pipe handles

Torque* Tables

100
140
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450
700
910
1750
2500
10100
19000

 Carbon Filled
in-lbf     Nm

11
16
20
51
79
103
198
282
1141
2147
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ENDS

300

300A
(6” & 8” Only)

tNOTE: Valves with PTFE Body
Seals & RTFE Stem Seals

are not fire safe

Class 300 Body Rating

Carbon Filled TFE
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Class 300 Body Rating - Stainless Steel

 - Carbon Steel

Maximum Temperature Fahrenheit (Celcius)

100
(38)

200
(93)

300
(149)

400
(204)

500
(260)

600
(316)

700
(371)

450
(232)

0
(-18)

= Carbon Steel Body Rating

= Stainless Steel Body Rating


